BRP AHD - 20M IR BULLET CAMERA ALT R(-))X(®

No1 QUALITY CCTV BRAND

| axi-ano-5520 11111\ \Y

*1/2.7” Sony 5 Mega Pixel CMOS Image Sensor
*Horizontal Resolution of 2560P

’»‘“@% : Jub r} *5 Mega Pixels 3.6mm HD M12 Lens \II=
3 P *Infra Red 5 um X 30 Pcs LED’s B I
*0.002Lux/F1.2 (IR ON 0 Lux) G
*3D Noise Reduction P
Ill.lnl.l"‘l';)ﬂ *|P 66 Class (High Pressure water Jets any Direction) RN
BRAND
Model AXI-AHD-5520
Imaging Sensor 1/2.7" 5 Mega Pixel COMS Image Sensor
Horizontal Resolution 2650P
Effective Pixels 2560(H)*1944(V)
IR LED Infra Red LED 05 X 30PCS
Lens 5 Mega Pixels 3.6mm HD M12 Lens
lluminate Distance 20 Mtrs.
IR Cut Function Built-in IR Cut
g IP Class IP 66 Class (High Pressure Water Jets from any Direction) ‘%
ﬁ Scanning System 2:1 interlace ﬁ
g Synchronization Internal g
_‘:’ Noise Reduction 3D Noise Reduction E
E White Balance Auto :;
é Auto Gain Control Auto E>
g Back Light Compensation Auto g_
g Min. llumination 0.001Lux/F1.2 (IRON 0 Lux) E
5 S/.N Ratio >=58dB | 2
Video Output 1.0Vp-p Composite Output (75Q / BNC) \g,
"_E Focal Length F1.2 %
g Gama Correction >R0.45 =
Electronic Shutter Speed PAL:1/50~1/100,000sec,NTSC:1/60~1/100,000sec
Color/Material Ivory with Black / Alloy Metal
Pow er Supply DC12V +10%
Working Temperature .-20°C~50°C
Working Humidity <=95% RH
Dimensions (WxHxD) 180mm X 66mm X 65mm
Weight 350 Gram (Approximately)
Certification CE|FCC | RoHS | STQC
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